SITE EQUIPMENT

A clever paver-marking tool for concrete and
paving stones.
No problems with the marking of distances
of kerbstones, walls, etc. for later stone cutting.
400-600 % time saving with marking works.
Especially effective with soldier course.
Specification

QD

incl. wax crayon and felt crayon

Dead Weight
kg (Ibs)

Order-Number

2 (4)

5180.0034

STRING ALONG SA

SA

The brilliantly simple and flexible line holder for all setup work performed with a
plumb line.
The STRING ALONG SA is simply placed over the
ground pin (max. diameter 25 mm) and fixed
on the ground pin at the desired height using the
wing nut. The line can now be looped around the
line holder at any time and settled firmly into
the teeth in the two grooves of the SA.
If required, the line can therefore also be removed again at any time without losing the height
setting as a result.
AW-200

Generally the SA can be used for all kind
of layouts where string lines are used, especially
beneficial if the string line has to be taken away
temporarily and repositioned afterwards at the
same position.
Gripping teeth hold the string line safely
under tension at any time.
Errors are avoided !
No more string line knots, or confusing
marks on the pins.

Type

SA

suitable for pin diameters max. 25 mm

Packaging unit/bag

Order-Number

Pieces 6

5180.0062

Aluminium Angle AW-200
Adjustable to 45°, 60° and 90°.
Foldable.

Type

AW-200
AW-60

Side Length
mm (in)

Dead Weight
kg (Ibs)

Order-Number

2,000 x 2,000 (79“x 79“)

6,5 (14)

5180.0018

Side Length
mm (in)

Dead Weight
kg (Ibs)

Order-Number

600 x 600 (24“x 24“)
1,200 x 1,200 (47“x 47“)

0,6 (1.3)
1,0 (2.2)

5180.0052
5180.0085

Aluminium Angle AW
Operating angles: 45° and 90°.
Foldable.

* NEW
Type

*

AW-60
AW-120

021218

Technical data contained in this catalogue can be modified without prior notice in the interest of progress. Illustrations are exemplary and non-binding. No liability accepted for any misprints, mistakes and errors.

Type

Tough construction made of aluminium and
stainless steel.
Roller guide for quick and accurate marking.
Set includes wax crayon and felt crayon.
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